brilumen

DESCRIPTION

2005-106 NEON 5W IP67

GENERAL INFORMATION
LED TYPE: SMD2835
VOLTAGE: 24V

USE: 24H

IP: IP67

CLASS: Il
TEMPERATURE: -20°~40°
CUT: 5CM

WARRANTY: 5 YEARS

LENGTH: 5M

MOUNTING TYPE Surface
LIGHT DISTRIBUTION Direct

POWER SUPPLY 24V [ 50-60 Hz
WARRANTY 5Years
CONTROL SMD2835

LED FEATURES

TECHNICAL DRAWING
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LUMINOUS EFFICIENCY UP TO 37 lm/W
CRI CRI->90
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2005-106 NEON 5W IP67

PRODUCT TABLE AND TECHNICAL SPECIFICATIONS - 2005-106 Professional NEON Led 0816-SIDE 5W/m 24VDC IP20 CRI->90 5m/reel

120LED/M
POWER VOLTAGE
5 24V
5 24V

BRILUMEN - PRODUTOS ELECTRICOS, LDA
Rua de Oliveira e S&, Nr. 200

COLOR TEMP. RATED LUMINOUS LED EFFICIENCY UN. CODE
FLUX/M

3000K 154 31 5MT 2005-106.90.30
4000K 186 37 5MT 2005-106.90.40
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