brilumen

DESCRIPTION

The flat, ready-to-install LED panel has been equipped with high-quality LEDs. The light guide and

the matching diffuser material ensure an extremely homogeneous ceiling effect. Thanks to UGR&19,
the MATRIX panel is ideal for use in offices.

MOUNTING

LIGHT DISTRIBUTION
POWER SUPPLY
WARRANTY
FINISHING

CONTROL

LED FEATURES

SUSPENSAO - SALIENTE - ENCASTRAR

Direct

220-230V / 50-60 Hz

5Years
White

CASAMBI, DALI / PUSH Dim, ON/OFF

LUMINOUS EFFICIENCY
CRI

LIFESPAN

STEPS MACADAM
LUMEN MAINTENANCE
PHOTOBIOLOGICAL RISK

ICONOGRAPHY

UP TO 133 lm/W

CRI->80

50.000 Hours

4 Steps MacAdam

L90/B50
RG1

1P20 CLASS Il
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CRI>80

AONS
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CRI>80
595 23,3
595 23,3
595 31,7
595 31,7

ACCESSORIES

~ MATRIX EVO 600X600MM
PRODUCT TABLE AND TECHNICAL SPECIFICATIONS - CRI->80

CS, DA, NF 90
CS, DA, NF 90
CS, DA, NF 90
CS, DA, NF 90

SELECT YOUR PREFERRED

OPTION

CASAMBI

Recessed frame 600x600
Recessed frame 600x600

White surface frame 600
White surface frame 600

< .. YSuspens. kit Matrix EVO
< Y Suspens. kit Matrix EVO

BRILUMEN - PRODUTOS ELECTRICOS, LDA

Rua de Oliveira e Sa, Nr. 200

DALI/ PUSH Dim
ON/OFF

3080-011

8030-2368

8030-2369

MATRIX EVO 600X600MM
TETO
TECHNICAL DRAWING
595 553
v T 8,5
595
3430 2918 3000K 5298XX.06.830
3650 3104 4000K 5298XX.06.840
4510 3833 3000K 5299XX.06.830
4770 4055 4000K 5299XX.06.840
CsS White WH 90° 90
DA
NF
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