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DESCRICAO

GENERAL INFORMATION

LED TYPE: SMD2835
VOLTAGE: 24V

USE: 24H

IP: 1P20

CLASS: Il
TEMPERATURE: -20°~40°
CUT: 5CM

WARRANTY: 5 YEARS
LENGTH: 5M
ASSEMBLAGE
DISTRIBUTION DE LA
LUMIERE

SOURCE D'ALIMENTATION

GARANTIE
CONTROLE

CARACTERISTIQUES DU LED

Surface
Direct

24V [ 50-60 Hz
5 Années
SMD2835

EFFICACITE LUMINEUSE
CRI

ICONOGRAPHIE

UP TO 160 Lm/W
CRI->80

1P20 CLASS Ill CRI>80

DIRECT
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2002-165 14.4W 1P20

2002-165 14.4W IP20
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TABLEAU DES PRODUITS ET SPECIFICATIONS TECHNIQUES - 2002-165 Bande Led Professionnel 160LED SMD2835 14,4W/m 24VDC IP20

CRI->80 5m/rouleau

14.4
14.4

BRILUMEN - PRODUTOS ELECTRICOS, LDA
Rua de Oliveira e Sa, Nr. 200

24V
24V

3000K
4000K

2203
2304

153 5MT
160 5MT

2002-165.80.30
2002-165.80.40

2025/12/04

www.brilumen.com


http://www.tcpdf.org

